
Bedale Product Specification Chart
Nominal Size Working Size

Available in 
Thicknesses

BS Designation
Individual Flag 

Weights kg
Numbers per Pack

Coverage per Pack 

m2 Weight per Pack kg kg of CO2e per m2

450x450 448x448 32, 50, 70 E50, E70 15.6,  21.7,  32.1 48,  38,  26 9.72, 7.69, 5.27 749 5.85,  9.14,  12.79

400x400 398x398 32, 50, 65 F50, F65 11.9,  17.1,  23.5 48  38,  28 7.68, 6.08, 4.48 650 5.85,  9.14,  11.51

600x300 598x298 35, 50, 63 N/A 14.7,  20.1,  25.6 46,  38,  30 9.36, 6.84, 5.40 769 6.40,  9.14,  11.51

600x600 598x598 35, 50, 63 B50, B63 29.4,  40.3,  51.3 23,  19,  15 9.36, 6.84, 5.40 769 6.40,  9.14,  11.51

900x300 898x298 50, 63 N/A 30.3,  39.7 38,   30 10.26,  8.10 1152 9.14,  11.51

900x600 898x598 50, 63 D50, D63 60.6,   79.5 19,   15 10.26,  8.10 1152 9.14,  11.51

BS 1339:2003

Nominal Size Finish Bending Strenght
Slip/Skid 
Resistance 
(potential for slip)

Freeze Thaw Durabilaty External Fire Performance

450x450
Bedale Plain, 

Bedale Riven & 
Bedale Chamfer

Class 3  Low Class 3 Class 3 Deemed to satisfy/ A1

400x400
Bedale Plain, 

Bedale Riven & 
Bedale Chamfer

Class 3  Low Class 3 Class 3 Deemed to satisfy/ A1

600x300
Bedale Plain & 
Bedale Riven 

Class 3  Low Class 3 Class 3 Deemed to satisfy/ A1

600x600
Bedale Plain & 
Bedale Riven 

Class 3  Low Class 3 Class 3 Deemed to satisfy/ A1

900x300 Bedale Plain Class 3  Low Class 3 Class 3 Deemed to satisfy/ A1

900x600 Bedale Plain Class 3  Low Class 3 Class 3 Deemed to satisfy/ A1Natural, Buff, & Charcoal

Colours

Natural, Buff,  & Charcoal

Natural, Buff, & Charcoal

Natural, Buff,  & Charcoal

Natural, Buff, & Charcoal

Natural, Buff,  & Charcoal


